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SDS-mae Demolition Hammer
Reolaces model 1 1 31 2E

Fedrrcs
. SDS-maxn bit system - tool-free bit changes with automatic bit locking, dust

protection and marimum impact energy transfer rate
. Vario-Lock* positioning . rotates and locks chisel into 1 2 different positions to

optimize working angfp.
. 360'Auxiliary handle - provides a wide range of movement along whh operator

comfort
. Innovative servico modulds - designed so a qualified service technician can quickly

replace the brushes and cord
. Servico Minder* light - indicates when preventative maintenance is required
. Grounded design, UL listed, complies to OSHA

Specifications Standad Equipment
Auxiliary Handle -2 602 025 063
Garrying Cme -3 606 438 534AmpsEgo -10

lmpact Energy (flllbs.) -5.9
Loaded BPM 2,800
Length (in.) .17.5

1  1 . 6Weight (lbs.)

lm,,
I t318EUS
SD$maf Demolition Hammer
Reolacss model 1 1 3t SEVS

Feafurcs
. SDS-maxo bit system - tool-free bit changee with automatic bit locking, dust

protection and maximum impact energy transfer rate
. Auto-Maf dial - variable epeed dial deeigned to automatically ensuro the maximum

Epeed and power overy timo the tool iB plugged in
. Constant-Response* Circuhry

- Provides soft-start
- Mainlains constant gDeed under load
- Provides overload orotection

. Seryioe Minder* light - indicatee wh€n preventative maintonance is required

. Power light - ensures operator that power feed is live

. Vario-Lock* positioning - rotates and locks chisel into 1 2 differont positions to optimize
working angle

. lnnovative service modules - designed so a qualified service lechnician can quickly
replace the brushes and cord

. Vibration dampening handle - reduces vibration up to 40%, providing
uncompromising user comfort for extended periods of work

. Patented cord turret - provides added flexibility and reduces cord wear

. 36O" Auxiliary handle - provides a wide range of movement along with operator
comfort

. Grounded design, UL listed, complies to OSHA

Specificaticns Standad Equipment
| 2OV AC Auxiliary Handlo _2 602 025 063

Amperage -1 1 Carrying C6e-- 3 605 438 534
lmpact Eneryy (lt./lb8J -8.8
Loaded BPM - 1,300 - 3,000
Length (in.)-1775
W€ight (lbs.) | 2.6

lm*
Best in Glass!

The newest SDS-maxo demolition hammer
has everything you require. Versatility and
mobility with the performance you would

expect from a much larger hammer.
Designed for long term, sustained use the
vibration dampening greatly reduces vibra-
tion up to 40o/o over the industry standard.

50 I



I

Y'
I

I
I

6
{
?

f
!
&
z
?-

(
IMPORTANT:

Read Before Using
IMPORTANT:

Lire avant usage
ANTE:
i de usar

Operating/Safety I nstructions
Gonsignes de fonctionnemenUs6curit6
Instrucciones de funcionamiento
y seguridad
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11318E"VS

BOSCH
*"n".,n"nofr lllT jl'l#go;1.,**

Informaci6n para el consumidor
Toll Free Numben Appel gratuit: Nrimero de tel6fono gratuito:

1 -877-BOSCH99 (1 -gTT -267 -24991 hte//www.boschtoots.com.

For English Parlez-vous frangais? 4Habla espaffol?
See page 2 Yoir page 1O Ver p6gina 1g



ffi

@
injury.

(

Read and undergtand all Instnrctons. Failure to foilo,il all instructions
listed below, may result in electric shock, fire and/or serious pssonal

SAVE THESE INSTRI'CTIONS

Work Area
Keep your work area clean and well lit.
Cluttered benches and dark areas invite
accidents.

Do not operate power tools in exploslve
atmospher€s, such as in the presence of
flarnmable liquidS, gases, or dust Power
tools create sparks which may ignite the
dust or fumes.

Keep by-standers, children, and visitors
away while operating a power tool.
Distractions can cause you to lose control.

Electrical Safety
Grounded tools must be plugged into an
outlet propefi instdled and grounded in
accordance with all codes and
ordinances. Never renrove tle grounding
prong or modify the plug in any way. Do
not use any adaptor plugs. Check with a
qualified elecHcian if you are in doubt as
to whether the outlet is properly
grounded. ll the tools should electrically
mal funct ion or  break down,  grounding
provides a low resistance path to carry
electricity away from the user. lmproper
grounding can shock, burn or electrocute.
Grounded tools are equipped with three
conductor cord and three prong type plugs.
Before plugging in the tool be ceitain the
outlet voltage supplied is within the yoltqe
marked on the nameplate.'Do not use "AC
onlf rcted toob with a DC power supply.
Avoid body contact with grounded
surfaces such as pipes, radiatons, nanges
and refrigerators. There is an increased
r isk of  e lect r ic  shock i f  your  body is
grounded. lf operating the power tool in
damp locations is unavoidable, a Ground
Fault Gircuit Interrupter must be use to
supply the power to your tool. Electrician's
rubber gloves and footwear wil l further
enhance your personal safety.

Don't expose power tools to rain or wet
conditlons. Water entering a power tool wiU
increase the risk of electric shock.

Do not abuse the cord. Never use the
cord to carry the tools or pull the ptug
from an outlet. Keep cord away from
heat oil, sharp edges or moving parts.
Rqplace damaged cords immediately.
Datnaged cords inqrease the risk of electric
shock.

When operatlng p power tool outside, use
an outdoor exterlsion cord marl€d.,W-Ao
or 'W'.n These cords are"rtated foi outdoor
use and reduce the risk of electric shock.
ffeJer to 'Recommended sizes of Extension
Gords"' in the Accessory section of this
manual.

Personal Saf€,ty
Srtay alert watch what you afie doing and
uss cornrnon s€nse when operating a
power tool Do not use tool wtrile.tred or
under the inf,uence of drtqgs, alcohol, or
medication. A moment of inattentbn while
operating power tools may resutt in serious
personal ,injury

Dress properly. Do not wear loose
clothing or jewelry. Gontain long hair.
Keep your hair, clothing, and gloves away
frorn moving parts. Loose clothes, iewelry,
or long hair can be caught in moving parts.
Keep handles dry, clean and free from oil
and grease.

Avoid accidental starting. Be sure switch
is'OFF before plugging in. Canying tools
with your finger on the switch or plugging in
tools that have the switch "ON" invites
accidents.

Remove adjusting keys or wrenches
before turning the tool "ON"- A wrench or
a key that is left attached to a rotating part of
the tool may result in personal injury.
Do not overreach. Keep proper footing
and balance at all times. Proper footing
and balance enables better control of the
tool in unexpected situations-
Use safety eguipment Aways weiar elre
protection. D,ust mask, non-skid safetv
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shoes, hard hat, or haring gotectlon must
be used for appropriate conditions.

Tool Use and Care
Use clamps or other practical way to
secure and support the workpiece to a
stable platform. Holding the work by hand
or against your body is unstable and may
lead to loss of control.

Do not force tool. Use the con€ct tool for
your application. The correct tool will do
the job better and safer at the rate for which
it is designed.Do not use tool if switch
does not fum it "ON" or "OFF". Any tool
that cannot be controlled with the switch is
dangerous and must be repaired.

Disconnect  the p lug f rom the power
source before making any'adjustments,
changing accessories, or storing the tool.
Such preventive safety measures reduce the
risk of starting the tool accidentally.

Store idle tools out of reach of children
and other untrained persons. Tools are
dangerous in the hands of untrained users.

Maintain tools with care. Keep cutting
tools sharp and clean. Properly maintained
tools, with sharp cutting edges are less likely
to b ind and are easier  to  contro l .  Any
alteration or modification is a misuse and
may result in a dangerous condition.

Ghcck for mlsallgnrf '  or blndlng of
movlng parts, brcaka{ j parb, and any
otlrer condftion that mfaffect (he tools
operation. lf damaged, haye the.tool
serviced before using. Many accidents are
caused by poorly maintained tools. Develop
a periodic maintenance schedule for your
tool.

Use only accessories that are
recommended by the manufacturer for
your  model .  Accessor ies that  may be
sui table for  one tool ,  may become
hazardous when used on anothertool.

'Service

Tool service must be performed only by
qualif ied repair personnel. Service or
maintenance per formed by unqual i f ied
personnel could result in a risk of injury. For
example: internal wires may be misplaced or
pinched, safety guard retum springs may be
improperly mounted.

When servicing a tool, use only identcal
replacement parts. Follow instruc{ons in
the Maintenance section of thls manual.
Use of unauthorized parts or failure to follow
Maintenance Instructions may create a risk
of electric shock or injury. Certain cleaning
agents such as gasol ine,  carbon
tetrachloride, ammonia, etc. may damage
plastic parts.

Hold tools by insulated gripping surfaces
when performing an operaUon where the
cutting tool may contaqt hidden wiring or it
own cord. Contact with a nlive' wire will make
exposed metal parts of the tool "live" and
shock the operator. Do not drill, fasten or
break into existing walls or other blind ateas
where electrical wiring may exist. lf this
situation is unavoidable, disconnect allfuses or
circuit bteakers feeding this'worksite.

Wear ear protectors when using the tool for
extended periods. Prolonged exposure to
high intensity noise can cause hearing loss.

Use a metal detector to determine if therc
are gas or water pipes hidden in the work
area or call the local utility company for
assistance before beginning the operaton.
Striking or cutting into a gas line will result in
explosion. Water entering an elestrical device
may cause eleclrocution.

.Always wear safety goggles or eye
prctection wtren using this tool Use a duBt
mask or resplrator for appllcations which
generate dust. Safety goggles or eye
protection will help deflect fragments of the
material that may be thrown toward your face
and eyes. Dust generated or gases released
ftom the material you €ve cutting (.e. asbestos
insulated pipes, radon) may cause respimtory
difficutties.

Use ttick cushioned gloves and limit the
exposure time by taking frequent rest
periods. Vibration caused by hammer action
may be hannful to your hands and arms.
Do not  use dul l  or  damaged b i ts  and
accessories. Dull or damaged bits have a
greater tendency to bind in the workpiece.
Always use both handles tor maxlmum
control over this hamrner. trbver attempt to



opemte thlslool wlth orr hand. Thb tool
develops in( percussive forces during
operation ar. you may lose control if
atternpting one hand operation. .
PoslUon yourself to avold being caught
between the tool or side handle and walls
or posts. Should the bit become bound or
jammed in the work, the reaction of the tool
could crush your hand or leg.
Do not strike the bit with a handheld
hammer or  s ledge hammer when
attempting to dislodge a bound or jammed
bit. Fragments of metal from the bit could
dislodge and strikg you or bystanders.
Never place the tool down until tfie motor
has conre to a complete stop.
When removing the bit from the tool avclid
c-ontact wi$ skin and use proper protective
gloves when grasping the bit or aqcessory.
Accessories may be hot after prolonged use.
When the power cord is unplugged from
the malns outlet or when branch-circuit
power is Interrupted, the electronic
controller will automatically reSet the tool
to maximum speed and impact force.
Unexpected starting at maximum operating
speed and impact force could starile the
operator and lead to potential injury.

Some dust created by,
Power sandlng, sawing,(

grindlng, drilltng, .no ot "i'cfistru"toii'.,
activities contains chemlcals known to
caus€ cancer, blrth defects or other
reproductive harm. Some examples of
these chemicals are:
. Lead from lead-based paints,
o Crystalline silica from bricks and cement

and other masonry products, and
o Arsenic and chromium from chemically-

treated lumber.
Your risk from these exposures varies,
depending on how often you do this type of
work. To reduce your exposure to these
chemicals; work in a well ventilated area.
and work with approved safety equipment,
such as those dust masks that are specially
designed to filter out microscopic particles.
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Symbol Name Designation/Explanation
V Votts Voftage (potential)
A Amperes Gunent
Hz HerE Frequency (cycles per second)
w Watt Power
kg Kilograms Weight

mtn Minutes Time
s Seconds ilme

a Diameter Size of drill bits, grindinq wheels, etc.
nn No load speed Rotational speed, at no load

.."/min Revolutions or reciprocation per minute Revolutions, strokes, surf,ace speed,
orlrits etc. per minute

0 Off position Zero speed, zero torque...
1 , 2 , 3 , . . .
r, i l , ut,

Selector settings Speed, torque or position settings.
Higher number means qreater soeed

o/ Infinitely variable selector with off Speed is increasing from 0 settinq
-) Anow Action in the direction of arrow

Aftemating cunent Type or a characteristic of cunent
Direct cunent Type or a charasteristic of cunent
Aftemating or direct cunent Type or a characteristic of cunent

tr Class ll construction Designates Double Insulated
Construction tools.

@ Earthing terminal Grounding terminal

I Waming symbol Alerts user to waming messages

ffi Ni-Gad RBRC seal Designates Ni-Cad battry recycling
program

IMPORTANT: some of the following symbols may be used on your tool. please study them
9nq lqT their meaning. Proper interpretation of ihese symbod will allow you to operite the
tool.better and safer.

@mmu'*gg*,@ $m#"*ftliffi_E'@
This symbol designates

^711. thatthistoolis tisted by

c (U t ) us Hlf i,#ff .?ffJilin*'
\/ Standards by Undennniters

l-aboratories.

This symbol designates
that this tool is listed by
the Canadian Standards
As,sociation.

This symbol
designates
that
this tool
complies
to NOM
Mexican
Standards.



safety measures reduce the risk of starting the toot aclu6ntalv. 
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Demolition Hammer

EEtr

vARtAErf

HANDGRIP

Model number
Shank style

11318EVS
SDS Max

NOTE: For tool specilications refer to the nameplate on your tool.
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TRIGGER'ON.OFF' SWTTCH
To tum th6 tool "ON" squeeze and hold the
trigger switch. To turn the tool "OFF".
release the trlgger switch, which is spring
loaded and will retum to the "OFF" poiifioi
automatically.

'Your 
tool is also equipped with a ,,Lock-ON,

feature which allows continuous operation
without holding the tigger.
TO LOCK TOOL "ON":squeeze the trigger
switch until it locks.
TO TURN TOOL: "OFF" press the trigger
release switch and the trigger will retuir-to
the "OFF" position automatically.
To increase switch life, do not tum switch on
and off while tool is under load.

AUTO.MAX TM
The patented Bosch Auto-Max system
insures that each time your tool is plugged in
and_receiv ing powerr  i t  wi l l  operate at
maximum speed and impact force.

Insert accessory into the tool holder through
the dust shietd, while twisting and pushiig
inward until it locks automatically intb placei
Pull outward on the accessory tb be iertain
it is locked into the tool holOer.(fig. Z).

When the power cord is
unplugged from the mains

outlet or when branch-circuit power is
intemrpted, th; ;6;l;;ni;';;;iiJr;r;il NoTE: The hish efficiency available from the
automaticaily reset the t";iil;;rt;;; rotary hammers can only be obtained ifautomatically reset the toot to maximum rQrary nammers can only be obtained if
speed and 

-tmpact 
torce. i;;;;;# sharp and undamaged accessories are used.

starting at maximum operating speed and ,',n" 
-cosI' to maintain sharp and

im pacirorce "ou rJ "i#i" tn" ;pJ,;t* il HliilT,# j:"?:."I'ff iiTt,ff ST ""T;:llead to potential injury' 
with sharp accessories.

VARI.ABLE SPEED DIAL
Y.9gr !9ol i" "q"ipp"d;itn a variaote speeo r 

REMoVING AccEssoRlEs
dia|.Thespe;d.;"dimp.act.force"il;;E@fi::",'":l."i#'?*.::l
adjqsted by rotating the diat. Higher speeds Iand impatt torc6 worr oesitorl;;t"; y,XliY?"T:r''seproperprotectiveslovesor
penetration when chiseling in hard masonry
material. slower speeds work best for To remove an accessory, pull and hold
chiseling material such as plaster or tile. locking sleeve backwaid 

' 
and pull bii

CONSTANT RES'ONSE CIRCUfTR' 
forward. All accessories should be wiped

The internar etectronic t""Jul"[ "u"i". 
ctean after removing.

provides a 'soft start", which will redute the "VARIO-LOCKtr- SELECTOR RING
stresses that occur from a high torque start. The vario-lock s9_fe$or ring can be set in any
The system also helps to keep the pre- one of twelve (30' increments) positions'.
selected impact rate and rotating speed Choose a position which is be6t'su1ed for
virtually constant between no-load ind' load your operation. To adjust, pull the selector
conditions. ring fonvard and hold firmly, then tum both

INSTALLING ACCESSORIES the.accessory and the selector ring to the
Clean the insert shank enO of tne-accessorv desired position. Release the selector ring
to remove any debris, then liqhflv qrea 3 3nO. tum the accessory slightly until it locki
with a light oil or lubricant. In place'



A( IARY HANDLE
The tool  m\  be supported wi th the
auxiliary handle, which can be swiveled 360'.
To reposition andlor swivel the handle,
loosen the hand grip, move the handle to the
desi red posi t ion a long the barre l  and
securely retighten the hand grip.

POWER INDICATOR LIGHT
When you plug your tool into the power
source, the power indicator l ight wil l go"ON" indicating the tool is receiving power.

UTOOL TIPS"
For the best penetration rates in concrete,
run the tool with a steady presswe, but do
not use excessive force as this will decrease
the efficiency of the tool.

Service
Preventive maintenance

All hammers require a short period of time to /
warm up.  Depending on the room
temperature,  th ls  t ime may vary f rom
approximately  15 seconds (90 'F)  to  2
minut€s (32'D. A new hammer requires a
break-in period before full performance is
realized. This period may require up to 5
hours of operation.
An electric hammer is likely to be the most
expensive portable tool at the construction
job. The long wear and efficient operation of
the BOSGH hammers will more than justify
the cost for tools of this type. As earlier
pointed out, sharp accessories as well as
clean air vents are necessary for efficient
operat ion.  Establ ish and fo l low a set
maintenance prograrn.

Erul performed by unauth-
o1ipd peryonnel may result in misplacing
of internal wires and components which
could cause ser ious hazard.  We
recommend that  a l l  too l  serv ice be
performed by a Bosch Factory Service
Center or Authorized Bosch Servic-e Station.

SERVICE REMINDER LIGHT
When the service reminder light lights up or
blinks, this wil l indicate that the cut-out
carbon brushes will switch off the tool in
approximately 8 hours. After that period, the
light will go off and the tool will stop running.
The tool must then be sent to a servic-e
center for service.

TOOL LUBRICATION
Your Bosch tool  has been proper ly
lubr icated and is  ready to use.  l t  i3
recommended that  tools  wi th gears be
regreased with a special gear lubricant at
every brush change.

CARBON BRUSHES
The brushes and commutator in your tool
have been engineered for many'hours of

dependable serv ice.  To mainta in peak
efficiency of the motor, we recomrirend
every two to six months the brushes be
examined. Only genuine Bosch replacement
brushes specially designed for your tool
should be used.

BEARINGS
After about 300-400 hours of operation, or at
every second brush change, the bearings
should be replaced at Bosch Factory Service
Center or Authorized Bosch Service Station.
Bearings which become noisy (due to heavy
load or very abrasive material cutting) shouli
be replaced at once to avoid overheating or
motor failure.

REPI.ACEMENT OF CORD AND
CARBON BRUSHES

Your tool is designed to provide a qualified
service technician optimal access to replace
the carbon brushes and the cord.  This
provides the service technician the ability to
replace these components without the need
of disassembling the entire tool housing.
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Cleaning
To avold accldents always
dlsconnoct the tool lrom

the power supply before cleaning or
pedorming any maintenance. The tool may
be cleaneQ most eff ectively with
compressed dry air. Always wear safety
goggle-s when c leaning tools  wi th
compressed air.

Ventilation openings an( itch levers must
be kept clean and free s*;feign matter. Do
not attempt to clean by inserting pointed
objects through openings.

Certain cleaning agents
and solvents damage

plastic parts. Some of these are: gasoline,
carbon tetrachloride, chlorinated cleaning
solvents,  ammonia and household
detergents that contain ammonia.

l f  an extension cord is
necessary, a cord wlth

adequate size conductors that is capable
of carrying tfie current necessiary for your
tool  must  be used.  This wi l l  prevent
excessive voltage drop, loss of power or
overheating. Grounded tools must use 3-
wire extension cords that have 3-prong
plugs and receptacles.
NOTE: The smaller the gauge number, the
heavier the cord.

RECOMMENDED SIZES OF E)fiEMIION CORDS
120 VOLT ALTERNANNG CURRENTTOOLS

Auxiliary Handle*
Carrying case*

(*= standard equipment)
(*= optional accessories)

Tool's
AnFar€
Ratng

3{
o-6

8-10
M 2
12-16

Cord Slze In AW.G. Whe Siizes in mrr2

Cod f.ng0r ln Fa.t

6 50 lm lfl|
Cod fdlgih in Msr6

15 iilt 60 120

18  16  16  14
' t8 16 14 12
18  16  14  12
16  16  14  12
t +  t a

.75 .73 1.5 2.5

.75 1.0 2.5 4.0

.75 1.0 2.5 4.0
1.0 2.5 4.0 -


